COMMUNICATIONS

DE LA FACULTÉ DES SCIENCES
DE L'UNIVERSITÉ D'ANKARA

Série B: Chimie

TOME 27 B ANNÉE 1974

Variation of the Limiting Viscosity Number With the Temperature at Which Polymer is Prepared

by

E. PULAT

Faculté des Sciences de l'Université d'Ankara
Ankara, Turquie
La Revue "Communications de la Faculté des Sciences de l'Université d'Ankara" est un organe de publication englobant toutes les disciplines scientifiques représentées à la Faculté: Mathématiques pures et appliquées, Astronomie, Physique et Chimie théorique, expérimentale et technique, Géologie, Botanique et Zoologie.

La Revue, à l'exception des tomes I, II, III, comprend trois séries

Série A : Mathématiques, Physique et Astronomie.
Série B : Chimie.
Série C : Sciences naturelles.

En principe, la Revue est réservée aux mémoires originaux des membres de la Faculté. Elle accepte cependant, dans la mesure de la place disponible, les communications des auteurs étrangers. Les langues allemande, anglaise et française sont admises indifféremment. Les articles devront être accompagnés d'un bref sommaire en langue turque.

Variation of the Limiting Viscosity Number With the Temperature at Which Polymer is Prepared

E. PULAT*

Department of Physical Chemistry, Faculty of Science, University of Ankara-Turkey
(Received, 28.11.1974)

SUMMARY

The purified methyl acrylate and acrylonitrile have been polymerized at there different temperatures by using benzyol peroxide as initiator. The limiting viscosity numbers of all the polymer samples were measured. As we have expected, the limiting viscosity numbers or the number average molecular weights of the polymers decreased with increasing temperature.

A relationship between the limiting viscosity numbers and the temperatures has been obtained as follow,

for PMA: \[ \log [\eta] = -0.56 + 5 \times 10^2 \frac{1}{T} \]

for PAN: \[ \log [\eta] = -0.40 + 5 \times 10^2 \frac{1}{T} \]

EXPERIMENTAL

a) Purification of Materials:

Methyl acrylate, benzoyl peroxide, benzene were purified as that described previously (1).

Dimethyl formamide (DMF) was dried by standing for 2 hours over KOH, overnight over anhydrous CaSO₄, and distilled at a pressure of 25 mm mercury (2).

* Mailing address: Doç. Dr. E. Pulat, Fen Fakültesi, Fizikokimya Kürsüsü, Ankara-Turkey
Acrylonitrile was purified by the method of Bamford and jenkins (3).

b) Preparation of Polymers:

All the polymerization reactions were carried out in the sealed pyrex tubes without solvent at three different temperatures (60°C, 50°C, 40°C). Polyacrylonitrile samples were filtered directly, washed with ethyl alcohol, and dried in a vacuum oven at 60°C to constant weight. Polymethyl acrylate samples were precipitated and purified by using cold petroleum ether and acetone as precipitant and solvent respectively, and then dried in a vacuum oven at 40°C to constant weight.

c) Viscosity Measurements:

The specific viscosities of polyacrylonitrile and polymethyl acrylate were measured at four different concentrations in DMF and benzene respectively.

Percent polymerizations were measured by gravimetric estimation of the polymers at a series of times. The plots of the percent polymerization against time are shown in Figure 1 and Figure 2.

All the experimental results are summarized in Table I and Table II.

### TABLE I

PAN; [Bz₂O₂] = 5.4 x 10⁻³ mole litre⁻¹

<table>
<thead>
<tr>
<th>t°C</th>
<th>Time (min)</th>
<th>Pol %</th>
<th>[η] (dl g⁻¹)</th>
<th>log [η]</th>
<th>( \frac{1}{T} \times 10^3 )</th>
</tr>
</thead>
<tbody>
<tr>
<td>60</td>
<td>4</td>
<td>1.59</td>
<td>12.60</td>
<td>1.10</td>
<td>3.00</td>
</tr>
<tr>
<td>50</td>
<td>16</td>
<td>1.99</td>
<td>14.00</td>
<td>1.15</td>
<td>3.09</td>
</tr>
<tr>
<td>40</td>
<td>75</td>
<td>1.90</td>
<td>15.50</td>
<td>1.19</td>
<td>3.19</td>
</tr>
</tbody>
</table>

### TABLE II

PMA; [Bz₂O₂] = 5.4 x 10⁻³ mole litre⁻¹

<table>
<thead>
<tr>
<th>t°C</th>
<th>time (min)</th>
<th>Pol %</th>
<th>[η] (dl g⁻¹)</th>
<th>log [η]</th>
<th>( \frac{1}{T} \times 10^3 )</th>
</tr>
</thead>
<tbody>
<tr>
<td>60</td>
<td>2</td>
<td>1.31</td>
<td>8.70</td>
<td>0.94</td>
<td>3.00</td>
</tr>
<tr>
<td>50</td>
<td>5</td>
<td>2.79</td>
<td>9.50</td>
<td>0.96</td>
<td>3.09</td>
</tr>
<tr>
<td>40</td>
<td>18</td>
<td>2.20</td>
<td>10.80</td>
<td>1.03</td>
<td>3.19</td>
</tr>
</tbody>
</table>
Figure 1. Polymerization of Acrylonitrile at three different temperatures.
The plots of log $[\eta]$ against $1/T$ for the two polymers are given in Figure 3.

From the Figure 3, the following relationships have been obtained for polymethyl acrylate and polyacrylonitrile respectively:

$$\log [\eta] = -0.56 + 5 \times 10^2 x \frac{1}{T}$$

$$\log [\eta] = -0.40 + 5 \times 10^2 x \frac{1}{T}$$

As a result of this work we can get to the conclusion that the molecular weight of the two polymers are equally affected by the change of temperature.
Figure 3. Variation of the Limiting Viscosity Number with Temperature.

REFERENCES

ÖZET

Akrilonitril ve metil akrilat aynı koşullarda üç ayrı sıcaklıkta polimerleştirildi. Meydana gelen plimerlerin limit viskozite sayıları yani intrinsik viskoziteleri tayin edildi. Her iki polimere ait limit viskozite saylarının polimerin elde edildiği sıcaklık ile polimetil akrilat ve poliakrionitril için

\[
\log [\eta] = -0.56 + 5 \times 10^2 \frac{1}{T}
\]

\[
\log [\eta] = -0.40 + 5 \times 10^2 \frac{1}{T}
\]

bağlantılarına uygun bir şekilde değiştiği ve buradan her iki polimerin molekül ağırlığının sıcaklık değişimininden aynı şekilde etkilediği sonucuna varıldı.
Prix de l'abonnement annuel

Turquie : 15 TL; Étranger : 30 TL.
Prix de ce numéro : 5 TL (pour la vente en Turquie).
Prière de s'adresser pour l'abonnement à : Fen Fakültesi Dekanlığı
Ankara Turquie.

Ankara Üniversitesi Basmevi, Ankara - 1975